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fi GENERAL NOTES:
~-‘ 1. FiRE HYDRANT ASSEMBLY SHALL MEET REQUIREMENTS OF AWWA STANDARD C502 AND NCTCOG, OCTOBER 2004

EDI11ON, SEC11ON 502.3.
2. FiRE HYDRANT ASSEMBLY SHALL BE 5—1/4”, 3—WAY DESIGN, WITH ONE 4—1/2” NST THREAD PUMPER NOZZLE,

TWO 2—1/2” NST THREAD HOSE NOZZLES. PENTAGON 1—1/2” OPERA11NG NUT, OPEN LEFT. DRY BARREL. TRAFFIC
FEATURE, WiTH DUAL DRAIN VALVES TO PROViDE EFFEC11VE BARREL DRAINAGE, AND 6” Md SHOE.

“~ 3. FIRE HYDRANT ASSEMBLY SHALL BE MUELLER SUPER CENTURION 250 A—423, CLOW MEDALLION, M&l-I STYLE 129,

OR Ed WATERMASTER 5CD250.
U. ~ 4. FiRE HYDRANT SHALL BE SET VER11CAL AND PLUMB TO FiNISHED GROUND.

5. FIRE HYDRANT SHALL BE SUPPLIED BY ThE MANUFACTURER ENAMELED IN BRIGHT YELLOW.
6. FiRE HYDRANT BURY DEPTH TO BE IN STRICT ACCORDANCE WITH MANUFACTURERS TRAFFIC “BREAK—A—WAY”

FLANGE CRITERIA.
7. FiRE HYDRANT SHALL NOT BE INSTALLED IN SIDEWALK UNLESS APPROVED BY CITY ENGINEER.

o • 8. FIRE HYDRANT ADJUSTMENT SHALL BE BY USE OF FIRE HYDRANT EXTENSION KIT, BY GRADELOCK FilliNG BY
ASSURED FLOW SALES INC., OR AS APPROVED BY CITY ENGINEER. NO MORE THAN ONE (1) FIRE HYDRANT
EXTENSION KIT SHALL BE INSTALLED FOR ANY APPLICA11ON.

9. FIRE HYDRANT SHALL BE RESTRAINED FROM TEE ON MAIN TO FIRE HYDRANT SHOE BY FOSTER ADAPTER, MEGA—LUG

~ MECHANICAL THRUST RESTRAINTS, SWIVEL BY SWIVEL ADAPTER, OR APPROVED EQUAL AND THRUST BLOCKS SHALL
BE INSTALLED AT ALL FiTTiNGS AND VALVES. NOT TO SCALE
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SET FiRE HYDRANT MINIMUM 24”
~— CLEAR FROM FACE OF CURB OR

AS INDICATED ON PLANS.

- SET 2” ABOVE FINISHED GRADE,
AND IN ACCORDANCE WITH NOTE 6.

,,—MAGNE11ZED TRACER BOX. SEE APPLICABLE DETAIL.

2’x2’x2’ GRAVEL DRAIN. GRAVEL TO BE IN ACCORDANCE
rWITH NCTCOG 504.2.2.5.

6 GATE VALVE AND VALVE BOX. SEE APPLICABLE
DETAIL. GATE VALVE SHALL BE RESTRAINED TO TEE
ON MAIN. RESTRAIN VALVE TO TEE WiTH FOSTER
ADAPTER BY INFACT CORP. OR APPROVED EQUAL

FACE PUMPER NOZZLE
TOWARDS STREET AND

PERPENDICULAR T0
~ OF STREET

CONCRETE THRU
BLOCK. SEE-

APPLICABLE DETAIL
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EMBEDMENT AND BACKFiLL
TO BE IN ACCORDANCE
WITH APPLICABLE DETAIL.
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\ CONCRETE THRUST
‘LDUAL DRAIN VALVES TO PROViDE ‘—BLOCK. SEE

EFFEC11VE BARREL DRAINAGE. APPLICABLE DETAIL
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